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Mud Cleaner – a key
element of the drilling
fluid cleaning system
The Mud Cleaner is a specialised device that plays a key role in the drilling
fluid cleaning process. Its main purpose is solids control in drilling muds,
which significantly improves drilling efficiency and protects the drilling
equipment.

Integrated functions
The Mud Cleaner combines the functions of a desander, desilter and flow-line shaker, enabling effective
removal of cuttings across a wide range of sizes. This integration of functions increases cleaning
efficiency, which is particularly important in difficult drilling conditions.

Innovative design

Thanks to its compact and innovative design, the Mud Cleaner takes up little space and is easy to
operate. Its high capacity allows it to cope effectively with various soils, contributing to a longer service
life of both the drilling fluid and the equipment itself.

Key benefits
✔ Effective particle separation – removes both sand and clays, improving mud quality.

✔ Cost optimisation – reduces mud consumption and extends equipment life.

✔ Increased operational efficiency – reduces the risk of breakdowns and downtime.

✔ Robust construction – resistant to intensive field working conditions.

Application

The Mud Cleaner is used in horizontal and vertical wells, where precise mud filtration is crucial for
borehole stability and equipment protection. Its reliability and effectiveness make it standard,
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indispensable equipment of modern circulation systems.

Its use brings numerous benefits, both economic and technological, introducing a new
quality to the drilling industry.

Technical parameters

Model BDCJ594K-S1S8NK BDCJ594K-S2S12NK BDCJ594K-S3S16NK

Capacity 120m3/h(528GPM) 240m3/h(1056GPM) 360m3/h(1584GPM)

Desander hydrocyclones 10” x 1szt. 10” x 2szt. 10” x 3szt.

Desilter hydrocyclones 4” x 8szt. 4” x 12szt. 4”x 1szt.

Inlet diameter 6” 6” 6”

Outlet diameter 8” 8” 8”

Working pressure 0.25 – 0.4MPa 0.25 – 0.4MPa 0.25 – 0.4MPa

Shale shaker
specification

Shale shaker
model MTS594K MTS594K MTS594K

Vibration type Linear Linear Linear

Vibrators 2×1.94kW 2×1.94kW 2×1.94kW

Screen area 2.73m2 2.73m2 2.73m2

Screen deck
angle -1°+5°(adjustable) -1°+5°(adjustable) -1°- +5°(adjustable)

G-force ≤7.5G ≤7.5G ≤7.5G

Weight (kg) 2579 2649 2732

 Dimensions length × width × height
(mm) 3117×1995×2325 3117×1995×2325 3117×1995×2325


